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INTRODUCTION

Thank you for purchasing a new SeedMaster unit. This manual will assist you in becoming a safe and
efficient operator. The crops you grow as a result of the proper use of the unit will be your reward for
spending some time studying this manual.

If you encounter any problems, contact your dealer for clarification or correction. It is important to us
and to you that all SeedMaster units maintain a solid reputation.

We are building our company’s reputation not only on a quality product, but also on providing quality
advice and fast response to service requirements. Our objective is to keep a high resale value on used
units, so the positive image you pass on to your neighbours is as important to you as it is to us in the
long term.



Cruizer Il In-Cab Kit System Drawing
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1. Route cables on tractor as shown in the above diagram. Take care to ensure cables are routed in a safe

manner to prevent damage and future down time.
2. Ensure power and ground cables are connected to the same battery if your tractor is outfitted with

multiple batteries.




Initial Start Up

Your Cruizer Il display is initially set up for you at the SeedMaster Factory. Please be sure that your
machine settings are reviewed before use in the field.

SYSTEM SETTINGS REVIEW
1. Press the power button on the right side of the console to turn on.
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2. From the Home Screen, touch the “Tools Menu” icon
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3. Review Switch Setting: Touch the “Switch” Icon.
- Determine that the switch type is set to “Hardware”. Touch the check mark to confirm.
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4. Review ToolBar Width: Touch the “Width” Icon.
- Determine that the correct width is entered for your ToolBar. If it is correct, touch the check mark.
- To modify the width, enter the new width by touching the key pad, then touch the check mark to
confirm.
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5. Review Machine Offset settings: Touch the “Offset” Icon.

- Determine the fore/aft of the tractor and tool bar. This measurement is from the GPS antenna to the
back set of openers on the tool bar. Once you have determined this measurement, touch
“Fore/Aft” and enter the distance. Touch the check mark to confirm.

- Determine the GPS Antenna Left/Right Position. It is recommended that your GPS Antenna is
mounted in the center of your machine and a zero left/right offset is used.

- Determine the height of the GPS antenna. Measure from the ground up to your GPS antenna. Touch
“Height” and enter the measured height. Touch the check mark to confirm.

After entering your GPS antenna position values, touch the check mark to return to the Toolbox,
then touch the “Home” icon to return to the main home screen.
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Packing Pressure Info Screen Areas
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To access the packing pressure Info screen, touch the “Tool Box” icon from the Cruizer Il home
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screen, then touch the “Opener” icon.
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Packing Pressure Info: There are two packing pressure options from which to choose. Touch the

corresponding option that is equipped on your machine.

Hyd. Pres: If there is a hydraulic pressure transducer installed on the main block on the tool bar,
you will choose this option. This transducer is plumbed into the opener down circuit to display
the tool bar packing pressure.

PFS: Auto Adjust Packing Force Sensor. If there is a PFS installed on one of the openers, you will
choose this option. The PFS will be installed on a middle opener located on the main frame of the
tool bar. The PFS will determine how much packing force is on the opener.

Sensor Settings Area: This area consists of the opener pressure settings.

Calibrate Sensor Button: With the openers raised and the hydraulic remotes disengaged, press
the “Calibrate Sensor” button to zero out either the hydraulic pressure transducer or the PFS.
Actual: This reading will display either the hydraulic pressure transducers’ actual PSI reading or
how many pounds of force are on the PFS on the opener.
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PWM: This reading will display the current position of the PWM valve.

Quick Dump Override %: This setting will reduce the amount of packing pressure to the openers
by a percentage of the set target pressure. Use the Pressure Override button to turn the override
function on or off. Use a lower percentage value to reduce the pressure significantly. For
example, if the Target Pressure is set at 100LBS, the Quick Dump Override % is set at 10%, and the
override switch is switched to the override position, it will drop the Target Pressure to 10LBS. To
set the Pressure Override %, enter the percentage of override desired and touch the “Set” button.

Target Pressure: If the machine is equipped with a hydraulic pressure transducer, the target
pressure will be the desired amount of packing pressure to the openers. For example, if the
desired amount of packing pressure is 1200PSI, enter 1200 and touch the “Set” button. If the
machine is equipped with a PFS, the target pressure will be the desired amount of pounds to the
openers. For example, if the desired amount of pounds is 150LBS, enter 150 and touch the “Set”
button.

Off/Man/Automatic: The system is equipped with a PWM valve for controlling the hydraulic
pressure to the openers when they are in the down position. When the “Off” radio button is
selected, the PWM will not control the packing pressure. When the radio button is in the “Man”
position, this puts the packing pressure into manual mode. Use the up and down arrows to
increase or decrease the amount of down pressure to the openers. When the radio button is in
the “Auto” position, this puts the packing pressure into an automatic mode. In automatic mode,
the system will automatically adjust the packing pressure to keep it at the desired “Target
Pressure”. When slowing down, speeding up, or changing ground conditions, the system will
read the amount of pressure on the openers and adjust up or down as required. This is the
recommended setting.

. Smart Hitch - If the machine is equipped with a Smart Hitch, use the ON/OFF area to toggle the
Smart Hitch ON or OFF.

. Wing Fold Area - This area consists of the wing functions.

Outer Wing: Push this icon to unfold the outer wings.

Inner Wing: Push this icon to unfold the inner wings.

Left Wing Lock: When the outer wings are unfolding or folding up, use this radio button to lock
the left wing into its current position. Uncheck the radio button to unlock the wing.

Right Wing Lock: When the outer wings are unfolding or folding up, use this radio button to lock
the right wing into its current position. Uncheck the radio button to unlock the wing.

. Pressure Override - The Pressure Override icon will toggle the pressure override function on or
off.

. Back Button - Touching this icon will return you to the home screen.
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Starting a Job

After reviewing the system settings, the Cruizer Il can be used to provide field mapping while
performing field operations.

1. From the Home Screen, touch “Start Job” u icon.
2. To begin a new job with a clear coverage map, select “New Job”, then touch the right arrow.
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